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Hydraulic Door Leveler Specifications: 
 

Item Technical data 

Product Name Hydraulic Dock Leveler 

Dynamic Loading Capacity 13.6 Tons 

Swinging Lip Q345 Alloy Steel, 16mm thickness 

Upper Plate 
Q345 Alloy Steel, 8mm thickness anti-skate steel plate from Bensteel, one 

piece type only, no welding 

Support Profile C/Ɪ-shaped stiffener 

Support Leg Q345 Alloy Steel, 16mm thickness *4 

Power Form 
Bucher (Swiss Brand. made in China), Electro-hydraulic 110V 60HZ with 

solenoid valve 

Sealing Element Japan Brand NOK A505 

Control System 
P55, CPU integrated system, monitor can display running times, fault codes, 

extended linkage and interlock functions 

Working Range - 300mm / + 350mm 

Adjustment Time Rise time < 16S, Fall time <10S 

Operating Temperature -30°C ∼ +50°C 

Connection Axis Shaft diameter 28mm 

Safety Foot Guard Galvanized steel thickness 1.5mm 

Connection Hinge 40mm thick hinge (Open Hinge) 

Surface Treatment Shot blasting and then powder coated 

Repair Support Rod Standard 

Anticollision Block Standard 

Gross Weight 780KG (Including control panels, without anticollision block) 
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